
HD POLYESTER GOLF  
BARRIER NET
Designed for driving ranges and fairway structures

Material

Diameter

Color

Breaking strength

Twine

Advantages

Polyester/ polypropylene braided fibers

3/8” 

Black 

3,800 lbs.

#36 gauge nylon braided black

Improves service life, excellent abrasion & snag resistant, high tenacity, low stretch. 
Galvanized eye thimbles in top corner’s of each net panel.

NETEX PERIMETER ROPE BORDER

Material

Mesh design

Mesh size

Mesh size in the square

Twine diameter

Color

U.V. inhibitor

Weight

Breaking strength

Bursting strength

Cold weather resistance

Hot weather resistance

Shrinkage & expansion rate

Life expectancy

Warranty

Polyester multifilament- urethane bonded

Braided knotless construction

2 3/16” stretch mesh 

1 3/32” 

1.3 mm  

Black solution dyed (will not fade)

3% inorganic carbon

0.022 lbs. per sq/ft

95 lbs. per mesh heat dyed

570 lbs. per mesh heat dyed

Down to -50 f

Up to +130 f

2% 

10 to 15 years

10 year pro rated against U.V. degradation

NETEX BARRIER NET

Got a question? Need a quote? 
Talk to the sports net experts!

toll free 1 800 936 6388   •   info@netexnetting.com 
tel 604 946 8679   •   www.netexnetting.com


